= For customers using industry standard products =

Li n ea r G u i d es fo r H eavy Lo a d [ Frame-surrounded products are compliant with the industry standard specifications (Standard Block Type).

Select the block from this spec.
Normal Clearance

: Similar Products Comparison Points | ~ Select this product for high precision positioning, heavy load, and high frequency drive application.
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(®For L Configurable, G dimensions differ from those shown in the table below. For details, see BE” P531 ;gg d
28 820 Pair variation of Height H between 2 rails is set within 20um.
Two rails are shipped as a pair.
Precautions for Use Mothers gig Parallel Use of 2 Rails we (®Specify the actual rail quantity (even number) to order, not
Blocks are equipped with retainers to prevent balls from falling off. For how to handle the - Filled with Lithium soap based grease (Alvania Grease S2 by Showa Shell Sekiyu K.K). "pairs”. '
blocks, see BE" P525. - Grease Fittings: Straight Type for H24 and Angled Type for H28 and H33. 1000 ®@Not applicable to High Grade Type.
(%)Radial clearances and accuracies are not guaranteed if the blocks and rails are interchanged from the original set combinations. - Grease Fitting is screw-in type, and thus, can be repositioned. 1120 ®Not applicabe to low temperature chrome plated products.
(®Straight grooves are provided on datum planes. Be sure to match the datum lines when using. - For Operating Life Calculation, see & P527 *1240 =
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